CORAIL IV

Corbin 39 aft cockpit pilothouse cutter, Edition Speciale
Designer: Robert Dufour/Marius Corbin

Manufacturer: Corbin Les Bateaux Inc., Napierville, Quebec, Canada, Hull number 159, manufactured in 1984; commissioned 14 June 1995.

ZCJ000 1590184

Completed by: Raynald Lussier (1995) and Claude Gagnon (2001), in Quebec, Canada

Specifications:

 Overall length:

                     42 feet (47’ including the davits & solar panels)

 Length over the deck:

                     38 feet 6 inches

 Length on the waterline:

                     32 feet

 Beam:

                     12 feet 1 inches

 Draft: 

                     5 feet 6 inches

 Displacement:

                     26,000 pounds

 Ballast:


      9600 pounds

 Hull: 

                     Airex cored fiberglass

 Rig:

                     49’ mast (air draft 57’).Flying Dutchman furler & Dutchman boombrake on Main Sail with                           roller furling (NC41 Profurl) genoa  and boomed staysail. 

       Special antenna backstay  also supporting davits

      Backstays size 5/16” and shrouds, 9/32”

      Mast mounted on special “tabernacle” to facilitate  mast handling

 Sails:

                      822 square feet

                      Storm jib,   staysail, 135% genoa, and mainsail all by Saintonge

 Winches:  

                     All Harkin two speed

                     Two 53ST self-tailing winches in cockpit, two 32 on pilothouse roof and two 40, one  32 and one 16 on mast.

 Auxiliary Propulsion: 

                     Yanmar 4JH2E 50 hp four cylinder diesel, driving an 19" three blade Jprop ( variable pitch and fully feathering)  through a Hart V-drive transmission

       Visual and audible fire alarm for engine room

        3 fuel filters system for clean diesel supply.

Electrical systems:


       Professional installation throughout

                     12 and 110 volt tailored made panel integrating charging and battery control


      All wiring is spiral wrapped 

Batteries:

Four 6 volt house batteries for a total of 976 amp-hours, 12 volt, with 150 amp breaker on each bank,

Ventilated Batteries boxes 

One group 120 ah engine starting battery.

Alternators & charging systems:

                     One Balmar 200 amp alternator regulated by Quad(Cruising Equipment) monitor and one 40 amp 12 volt self regulating  alternator for engine battery.

   
       One  35 amp charger from shore power

                     Two 75 watts Siemans Solar panels.

                     One P…. windcharger


      One Prowatt invertor (800 watts)  

GPS:

                     One Garmin 75 and one fixed mount Garmin 120

                     One Etrek Summit Garmin

Autopilot:

                     One Navico Wheelpilot and one Corus Oceanpilot all laptop, navigation instruments and GPS interfaced

Instrumentation:

                       Depthsounder, windmeter, knotmeter, fluxgate compass with repeater and remote both in cockpit and pilothouse all Corus Navico. 


        2 portable computers; a Panasonic Toughbook CF47 and an IBM Thinkpad

                      One handheld depthsounder.

                      Rudder position indicator

                      Brass barometer and clock


        Speedtech 24 hr trend barometer

 Radios:

                     One ICOM IC-706MKII  all bands radio (marine single side-band , ham,VHF and all)

                     One Apelco 5160marine VHF

                     One Standard hand-held marine VHF

                     One SGC 230 Antenna Tuner

                     One SCS Pactor IIe Terminal Node Controller for email,weatherfaxes and all

                     Two AM/FM (Tape + CD) radios on 4 speakers

 Antennas:

                     Insulated special backstay for HF radio


       2 VHF (top of mast and stern monted)



       2 for GPS


       one for TV mounted on mast

 Radar:

                     Raytheon Pathfinder SL72


       Radar deflector Echomaster Davis

 Fuel capacity:

                     450 liters diesel tank with Wema level indicator

 Water capacity:
                     600 liters in four tanks with Wema water level indicator
 Water system:

                     Pressurised hot(5 gallon heater) and cold, with cockpit shower

 Waste tank:


       225 liters with level indicator

 Interior:


       Sturdy white oak finish


       Wall and flat surfaces are ½” marine plywood covered with laminated “Formica”


       35 closures of various kinds mostly locking


       Sleeping accomodation for 6 persons


       All 8 Atkin & Hoyle ecoutilles equipped with beautifully carved double windows and mosquitos screens


        5 x “  Dorades vents


        5 halogen lamps


        5 reading lamps converted halogen or diodes ….


        3 floor night lights

        Special day & night map table lighting


       Cockpit and lockers lighting


       5 bookcases

Galley:


      Large stainless steel sink


      Force 10 kerosene stove with 3 burners and oven

 
      Large cupboards with spice, dish and glass racks for 8 s


      2 hand soap dispensers


      One 2 liters thermos with tailored rack


      One electric mini stove 110V


      One Wilkinson propane BBQ in cockpit with outside storage tank

 Water maker:

.

 Refrigeration:

                     Adler-Barbour Super Cold Machine for an 8 cubic foot refrigerator

 Heating:          

           Wilkinson two fans radiator from engine

            Force 10 kerosene heater

            Origo alcool burner

Plumbing:


     2 bronze seacocks throughull Baby Blake


     Soft water pressured tank


     Hot water tank 110v or engine heated

                   Aquasource drinking water carbon filter


     Double filters system on soft water tank intake


     Gray water tank


     PAR head system
 


     Rain water collection system from deck

Pumps:


     Soft water; PAR 36800



     Gray water; PAR 36251


      Bilge; Rule 3500 and Rule 5500


     Bilge manual Henderson, Mark V double, same for sceptic tank


      4 foot pumps for sea and soft water in both head and kitchen



 Steering:

                     One Pedestal steerer in cockpit and in the pilot house with a 1.5:1 reduction box all mechanical driven (chain, shaft and pinions)

 Anchor windlass:

                     Simpsons Lawrence Model SL 555

 Anchors: 

                     One 35lb Bruce on 250' x 5/8" nylon + 30’ high test chain

                     One 45lb CQR(Kingston) on 200' x 3/8" HT chain 

                     One 45lb Danforth 15' x 5/16" HT chain & 200' x 5/8" nylon


       One  75 lb storm anchor (Luke by Kingston), 3 pieces


       One 65 lb storm anchor (CQR Kingston), 2 pieces

                     Pressurised anchor and deck washdown system.

Covers:


      Mainsail and staysail covers, dodger, bimini, cockpit console and table covers all brown Sunbrella canvas   


      Tailored made winter cover with ventilation and access 

Dinghy:

                     Zodiac Yachtline I YL310R,  hard-bottom inflatable with 15hp 4-stroke Suzuki

Liferaft:

                     6 persons Offshore Zodiac, model Open Sea

Safety:


      Stainless bow and stern pulpits


      Davits integrating solar panels, wind charger and outboard supports as well as overboard winch system


      18’ Para-Tech Parachate sea anchor 


      Para-Teah Delta drogues


      Double lifelines


      2 electrical bilge pumps


      One manual bilge pump in cockpit

      Fire, Co2 and bilge alarms

      EPIRB ACR Satellite2 406

      3 ABC type fire extinguishers

      2 lifesavers ( Lifesling and ring buoys) and man overboard pole

      Bilge and engine room ventilation systems


      Full assortment of bumpers and docking lines


      All required flares and safety accessories

Trailer:


       15 ton wagon to haul in & out of water and used for on shore storage

Documentation:


      Complete documentation on all equipment including electrical, electronical and plumbing drawings  

Corail IV  can be safely and easily sailed by a crew of one or two and can accomodate two guests in relative comfort.

